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Table 1
	Test temperature in oC
	Exposure medium
	PP-H
	PP-B
	PP-R
	

	
	
	Proof stress,  σ0, in N/mm2
	Period of stressing (minimum time to failure), t, in hours
	Proof stress,  σ0, in N/mm2
	Period of stressing (minimum time to failure), t, in hours
	Proof stress,  σ0, in N/mm2
	Period of stressing (minimum time to failure), t, in hours
	

	20
	Air or water
	21
	1
	16
	1
	16
	1
	

	95
	Air or water
	3,5
	1000
	2,6
	1000
	3,5
	1000
	Optional

	110
	Air
	1,9
	8760*)
	1,4
	8760*)
	1,9
	8760*)
	Optional

	*) For quality control testing performed at the start of production and at any change of material or manufacturing method (valid only temporarily).
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Table 3
	Type of pipe
	Test temperature, in oC
	Minimum period of stressing, t, in mm

	PP-H
	150 ± 2
	120 ± 2

	PP-B
	150 ± 2
	120 ± 2

	PP-R
	135 ± 2
	120 ± 2




[image: ]






[image: ]












3

image2.png
Table 4

Propery =z e =z
ensiy festng as n OIN 53479)__| =081 g ~o9igen ~osiger
Wean coficint o inear thermal
expansion (016 110°C; testing as in | =15-104K" o |=15-104c! 1510kt
DiN5372) |

v
Thermal conductviy (esting ss 0 |- e PR S e
Teyelrey 02w K ozaw. 020w
Modulus of sasicy festing a5 | 3 g ;
OiN 53457)) . % i
Surface resstance (estng a3 i1 | 10 ot ot
Sirmet 0ea 0 020

ek
") Specimen preparation as I DIN 167742
Pipes as specified in this standard comy with bulling materil class B 2 (on-eadiy gniable) as defined in
DN 4102-1 32 long & o flame retardants are used





image3.png
Mouiding materal DN 16774 - BB - . £ 1. 93T
Poypropylene
Homapalymer

Extruded
Stabilzer
Isotactc index
MER test condition: 190 °C/5 kg
MFR groups: 003, 006 or 012

Polypropylene
Impact homopolymer
Extruded

Stabilizer
Isotacti index
MFR test condition: 190 °C/5 kg
MFR groups: 003, 006 or 012-

Moulding material DIN 16774 - SEJ EH 85T
Polypropylene-
Random copolymer-

Extrudsd ———————————————————————
Stabilzor
Isotactic index
MFR tost condition: 190 °C/5 kg
MER groups: 003, 006 or 012

The following table gives uide values for the propertes of the PP types referred to in this standard.
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