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REQUIREMENTS FOR COOKING OIL (BLENDED)

	S.No.
	CHRACTERISTIC
	LIMITS

	1.
	Moisture matter volatile percent by wt. max.
	
0.1

	2.
	Insoluble impurities percent by weight, Max.
	0.05

	3.
	Matter volatile at 105°C
	Not more than 0.2%

	4.
	Free Fatty Acid (as oleic acid) percent by weight, max.
	
0.2

	5.
	Unsaponifiable matter percent by weight, max.
	1.50

	6.
	Saponification value. Mg KOH/g
	185 to 196

	7.
	
Colour in a 5¼ inch cell on a lovibond scale max.
	* R - 5.0
Y - 50.0

	8.
	Peroxide value, expressed as in eq. oxygen per kg,
max.
	
10

	9.
	Anisidine Value max / ***Rancidity (Kries Test)
	3.0 R

	8.
	Cloud point max.
	10oC

	9.
	Vitamin-A
	33000 I.U. to 45000 I.U per kg of the finished product.

	10.
	Vitamin-D3
	3000 I.U. to 4500 I.U. per kg of the finished product.

	11.
	Iodine value (Wijs) min.
	80

	12.
	Soap content, ppm.max.
	50

	13.
	Iron (Fe) 

	Not more than 1.5 mg/kg

	14.
	Copper (Cu) 
	Not more than 0.1 mg/kg


	15
	Lead (Pb) 
	Not more than 0.1 mg/kg


	16.
	Arsenic (As) 
	Not more than 0.1 mg/kg





NOTE:	Vitamin A & D3 in Bulk Oils on Import Stage is not necessary.
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